
 

Searcher Hook (Optional)

• 5 SECTION BOOM - 41’0”

•  BOOM TIP SEARCH HOOK (optional)  
 46’10” MAXIMUM LIFTING HEIGHT

•  CONFINED AREA 3 POSITION  
 OUTRIGGER SYSTEM

•  RUBBER TRACKS

•  2 SPEED TRAVEL &  
 ALL CRANE FUNCTIONS

•  MOMENT LIMITER DIGITAL 
 LOAD SYSTEM

• ANTI TWO BLOCK,  
 TILT SENSOR ALARM 

•  360° SWING

•  AUTOMATIC HOOK  
 STOWAGE

•  OPERATOR’S SEAT WITH  
 CENTRALIZED CONTROLS

•  REMOTE CONTROL WITH 
 LOAD CAPACITY DISPLAY

•  EPA COMPLIANT DIESEL  
 ENGINE, DUAL POWER  
 ELECTRIC MOTOR (optional)



Working range

The Rated Total Load is based on the actual working radius including boom deflection.  Due to wire 
rope strength and other limitations, when using two part or single part hooks use the appropriate 
four part Rated Total Load Chart but with maximum load of:   

Two Part - 3,260 lb      Single Part - 1,650 lb.

The Rated Total Load Chart is supplied for reference only.  Operator and all personnel must refer 
to the actual crane Rated Total Load Chart to determine allowable machine lifting and operating 
procedures.  We are constantly improving our products and reserve the right to change design and 
specifications at any time.                                              
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raTeD ToTaL LoaD - MeDiUM outriggers, 4 Part Line
 Boom Length 12.1 Ft. 12.2 - 19.5 Ft. 19.6 - 26.7 Ft. 26.8 - 33.8 Ft. 33.9 - 41.0 Ft.
 Radius (Ft.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.)  
 ≤ 8.0 6,560 6,560   
 8.5 6,260 6,260 5,000  
 10.0 5,100 5,100 4,530  
 11.5  4,310 3,690 
 13.0  3,750 3,160 2,330 
 14.5  3,140 2,790 2,120 1,710
 17.0  2,360 2,250 1,840 1,350
 18.0  2,160 2,100 1,760 1,240
 20.0   1,700 1,630 1,070
 23.0   1,340 1,380 900
 25.5   1,150 1,140 810
 29.0    920 710
 32.5    780 640
 36.0     570
 39.5     550

raTeD ToTaL LoaD - MaXiMUM outriggers, 4 Part Line
 Boom Length 12.1 Ft. 12.2 - 19.5 Ft. 19.6 - 26.7 Ft. 26.8 - 33.8 Ft. 33.9 - 41.0 Ft.
 Radius (Ft.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.)  
 ≤ 8.0 6,560 6,560   
 8.5 6,280 6,280 5,000  
 10.0 5,160 5,160 4,590  
 11.5  4,370 3,690 
 13.0  3,810 3,200 2,380 
 14.5  3,350 2,830 2,200 1,740
 17.0  2,830 2,340 1,890 1,370
 18.0  2,640 2,180 1,790 1,270
 20.0   1,890 1,670 1,120
 23.0   1,600 1,470 940
 25.5   1,390 1,300 850
 29.0    1,120 760
 32.5    970 680
 36.0     610
 39.5     570

raTeD ToTaL LoaD - MiniMUM outriggers, 4 Part Line
 Boom Length 12.1 Ft. 12.2 - 19.5 Ft. 19.6 - 26.7 Ft. 26.8 - 33.8 Ft. 33.9 - 41.0 Ft.
 Radius (Ft.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.) Load (Lbs.)  
 ≤ 8.0 6,560 6,560   
 8.5 6,260 6,260 5,000  
 10.0 5,050 5,050 4,530  
 11.5  3,950 3,690 
 13.0  3,200 3,060 2,330 
 14.5  2,600 2,550 2,120 1,710
 17.0  1,970 1,890 1,820 1,350
 18.0  1,800 1,740 1,700 1,240
 20.0   1,430 1,460 1,070
 23.0   1,120 1,160 890
 25.5   950 970 810
 29.0    770 710
 32.5    660 640
 36.0     530
 39.5     460

 
Four Part 53’ max. 

Two Part 105’ max.

One Part 211’ max.

reach Below grade

 


